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Part No. Size Includes

9BE40 BE40 Cordless 18V Battery Concrete Nailer Kit 30-pin track, 2 batteries, and charger 1

 • Battery operation provides premium fastening - including in cold weather. 

 • Battery operation eliminates gas freeze ups. 

 • Well balanced 

 • Easy to use

 • Simple slide track for easy loading of pins

 • Lighted front nose for working in darker environments

 • Quick firing light tap and pull nose piece

FEATURES & BENEFITS

 • Motor: Brushless

 • Cycle Rate: 2 Nails/Second

 • Battery: 18V Li-ion Battery

 • Tool Weight: 10lbs

 • Vibration Value ah: 4.505m/s2

SPECIFICATIONS

ORDERING

Trak-Pro Concrete Battery Nailer is the first all battery operation nailer in the Allfasteners 
line of Trak-Pro nailers. The Trak-Pro Battery Nailers comes packaged in an easy to carry, all-in-
one system with 30-pin track, 2 batteries and a charger. 

PINS - CONCRETE & STEEL
Trak-Pro Concrete Battery Nailer is designed to be used along with Allfasteners Trak-Pro GNH 
Concrete Nails. Trak-Pro GNH Concrete Nails are made out of high carbon steel - and galvanized 
coated for corrosion resistance - ensuring strength and hardness, for use in attaching light-gauge 
steel to concrete.  Industry standard collated nails are .109” diameter.  Various lengths available.

Allfasteners also offers Trak-Pro GNS Steel Nails with a step shank, for use in heavy-gauge steel. 
Designed to attach light-gauge steel to heavy-gauge steel.  Industry standard collated steel nails are 
.109” diameter and available in ½” lengths.

Trak-Pro Concrete Battery Nailer can also be used with other industry standard .109” collated nails if 
required.

REPAIRS
If for some reason your Trak-Pro Battery Nailer is in need of repair, please contact one of our representatives by calling 888.859.6060 or by  
sending an email to sales@allfasteners.com. 


