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	• 316 Stainless Steel has molybdenum added which is an  
alloy drastically enhancing corrosion resistance, especially 
for more saline or chloride exposed environments

	• Often used in marine applications

316 STAINLESS STEEL

	• Manufactured from low carbon steel

ZINC PLATED

FEATURES, BENEFITS & APPLICATIONS

	• Hot dip galvanizing is a thick zinc coating offering more  
corrosion protection

	• Preferable for applications where exposed to the elements

	• Use with over-tapped galvanized nuts

HOT DIP GALVANIZED

PART # SIZE DESCRIPTION QUANTITY / BOX

1SCMZ38418 3/8-16 x 4-1/8

Anchor Rod 
Assembly with 
Nut & Washer 

Zinc

25

1SCMZ38518 3/8-16 x 5-1/8 25

1SCMZ38638 3/8-16 x 6-3/8 25

1SCMZ12612 1/2-13 x 6-1/2 20

1SCMZ58712 5/8-11 x 7-1/2 10

1SCMZ3410 3/4-10 x 10 5

ZINC PLATED 

PART # SIZE DESCRIPTION QUANTITY / BOX

1SCMG38418 3/8-16 x 4-1/8
Anchor Rod  

Assembly with 
Nut & Washer 

Hot Dip 
Galvanized

25

1SCMG38518 3/8-16 x 5-1/8 25

1SCMG38638 3/8-16 x 6-3/8 25

1SCMG12612 1/2-13 x 6-1/2 20

1SCMG58712 5/8-11 x 7-1/2 10

1SCMG3410 3/4-10 x 10 5

HOT DIP GALVANIZED

PART # SIZE DESCRIPTION QUANTITY / BOX

1SCMS438418 3/8-16 x 4-1/8
Anchor Rod  

Assembly with 
Nut & Washer

316 Stainless  
Steel

25

1SCMS438518 3/8-16 x 5-1/8 25

1SCMS438638 3/8-16 x 6-3/8 25

1SCMS412612 1/2-13 x 6-1/2 20

1SCMS458712 5/8-11 x 7-1/2 10

1SCMS43410 3/4-10 x 10 5

316 STAINLESS STEEL

ORDERING

ORDERING

Contact an AF Representative today: 
888.859.6060  | salesny@allfasteners.com


